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Waters Co Ltd. Flushing Instructions for Bio 3000

When new:

· Wet each filter individually under cold running water.

· Soak filter components for 10 to 15 minutes

· Assemble mineral pot as per instructions.

· Fill pot full and empty five times.

MAINTENANCE

CHANGE WHITE PADS EVERY 14 DAYS

CHANGE UPPER FILTERS 3 MTHS

MAIN FILTER STAY'S 36 MTHS

SUB MINERAL FILTER STAY'S 36 MTHS 

SECOND STAGE FILTER STAY'S 18 MTHS

Every three months take filters out of pot and turn upside down and backwash under cold running water, take a clean brush and brush both ends of filters.

Wash mineral pot in warm soapy water and rinse thoroughly after washing.

If your pot has a tap, unscrew this and wash the washers and the magnet, take some pipe cleaners and clean inside the tap. 

When screwing tap back on mineral pot make sure tap sealed but is not to tight, hand tight is perfect.  If you tighten the tap to tight the glass may crack or damage the rubber seal!

For replacement filters contact your original supplier:





Or contact: 

Waters Co Australia

P: 1300 309 808

F: 03 9949 9759

I: +61 3 9949 9757

E: info@waterscoaustralia.com.au

www.waterscoaustralia.com.au

PO Box 222

Thomastown

Victoria 3074

Australia
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